Datasheet CLR-AVS-6460 HDMI 2.0 4K 60Hz KVM Extender gelecek

CLR-AVS-6460 HDMI 2.0 + USB KVM Extender 4K 60Hz PtP 100Mt TCP/IP Destegi

CLR networks CLR-AVS-6460 cihazi Bilgisayar PC, DVD, NVR gibi bir Hdmi gérinti kaynagini
klavye mouse ile birlikte CAT6, CAT6A, CAT7 kablolar Uzerinden PtP 120Metreye kadar yada
gigabit ethernet switchler Gzerinden mesafe sinin olmaksizin TV, Monitér, LED ekran ve
projektor gibi cihazlara aktarmak icin kullanilir.

CLR-AVS-6460, TCP/IP Ethernet agini desteklemektedir. Mevcut yerel alan adi Gzerinden hdmi
g6rintiyu uzatabilirsiniz.

CLR-AVS-6460, Hdmi 2.0 4K 60Hz 18Gbps yuUksek ¢6zUnGrligU desteklemektedir.
Bilgisayarin ve monitérin fiziksel olarak birbirine yakin olmadigi durumlarda kullanilir. Bu tir bir
dizenlemeuye ihtiyac duyulan senaryolar, veri merkezleri, sunucu odalari, kontrol odalari, medikal

goruntileme sistemleri ve diger endUstriyel uygulamalar gibi bircok alanda kullanilir.

Ornedin, bir veri merkezinde bir sunucuyu uzaktan yénetmek veya bir kontrol odasinda birden
fazla bilgisayarn merkezi bir noktadan kontrol etmek icin HDMI KVM uzaticilan kullanilabilir.
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Genel Ozellikler

KVM (Keyboard, Video, Mouse)
Maksimum Transfer Hizi 18Gbps
Haberlesme Measafesi Cat6/6A/7<120m
HDMI 2.0 [HDCP 1.4/HDCP 2.2]
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e ipcolor stream teknoloji

e Yiksek CozUnUrlik [3840x2160@24/30/50/60Hz, 1080p@50/60HZ,
1920x1200@60Hz, 2560x1440@60Hz, 2560x1600@60Hz]

e DUsUk Gecikme 80~140ms

e PtP, PtMP ve Ethernet Switch Cascading

e RS-232 Passthrough destedi [Default baud rate: 115200 Supported: 2400, 4800, 9600,
19200, 38400, 57600, 115200]

720p@50/60Hz,

HDMI loop out.

KVM Kontrol Signal Passback Destegi
Transmitter 3.5 mm audio girisi
Receiver 3.5 mm audio cikisi

Micro USB ile software upgrade edilebilir

Lightning protection, surge protection, ESD protection
Enerji Transmitter DC 5V/2A TX < 5.5W, Receiver DC 5V/2A RX < 4W
Calisma sicakligi - 20°C~60°C
Metal gévde

Duvara Montaj imkani

e GoOstege LED'leri

HDCP 1.4/HDCP 2.2

Item | Transmitter | Receiver Power
Video Power Supply DC5V/2A DC5V/2A
Input interface 1x HDMI 1x R)45 Power )
Consumption TX = 5.5W RX = 4W
Qutput interface 1 HDMI 1x HDMI
P 1x RJ45 Operating Environment
HDMI length =5m =5m Working
- temperature - 20°C~60°C
Maximum 18Gbps
transfer rate Storage
temperature -30°C~70C
o HDMI 2.0
Compatibility Humidity 0~90%RH (no condensation)

3840x2160@24/30/50/60Hz, 1080p@50/60Hz,

Physical Properties

Connection types

One-to-many connection
Switch cascading

Resolutions 720p@50/60Hz, 1920x1200@60Hz, 2560x1440@60Hz, Housing Iron
2560x1600@60Hz Weight TX:315g RX:307g
One-to-one connection Color Black

Dimensions

106.0(L)*103.0(W)*20.6(H)mm

Transmission

ESD protection

distance Catb/6A/7=120m 1a Contact discharge level 2 (+4KV)
Protection 1b Air discharge level 3 (£8KV)
Transmission 80~140 Implementation of the standard: IEC61000-4-2
latency ms
Lightning protection, Surge protection
Audio Signal Command Signal
. 1x HDMI ) RS-232 Default baud rate: 115200
Inputinterface | 4, 3 "5nm 1/R 1xRJ45 (GND/RXD/TXD) | Supported: 2400, 4800, 9600, 19200, 38400, 57600, 115200
Output interface | 1xRJ45 } i ;I[Sjnr\:lrln R
HDMI output LPCM 2.0
3. 5mmL/R
output PCM
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Baglanti Tipleri

Point to Point [CAT6, CAT6A, CAT7 kablo ile]
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Point to Many Point [ Gigabit Ethernet Switch ile]
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Point to Many Point [Gigabit Switch Cascade]
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HDMI Display
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Transmitter x1

User manual x1

Grounding
Screw X1

Receiver x1

Mounting ear x4
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Terminal block
(RS-232) x2

DC5V/2A
Power adapter x z

&

Screw x10

USB cablex1

Sayfa 4

www.gelecekbt.com

gEIE:EI(@



Datasheet CLR-AVS-6460 HDMI 2.0 4K 60Hz KVM Extender gelecek

Transmitter

@ Reset Press to restart the device
L/R

O oo

RESET O O KVM o

L]
eJxe)

Powerindicator  The indicator will turn on when the power is
@
(blue) turned on

l 1) Light off: The transmitter and the receiver

@) ® @ have not established a connection
® @ 2) Slow flash: The transmitter and the receiver
Status indicator are connected but no video data transmission
M1 (orange) (gigabit Ethernet)
@ @ [ ] 3) Quick flash: The transmitter and the receiver
Cf  HomIN HDMIOUT ipcolor Tx  DCSV are connected but no video data transmission

(100M Ethernet)
4) Steady on: The video data is transmitting

® © O o ®

1) Light flashing: The KVM data is transmitting
@ KVM indicator 2) Steady on: The computer and the USB port
are connected

Connect to the audio source device with 3.5mm

S|LE stereo audio cable
RS=232
® (GND/RXD/TXD) Used for RS-232 passthrough

@ Micro USB port Used for firmware upgrading

USB-A port Connect to the computer with USB cable
® HDMIlinput Connect with HDMI source device
HDMI out Connect with local HDMI display device
@ ipcolor Tx (RJ45) Connect with the network cable
@ DC5V Connect with DC5V/2A power adapter
Receiver
s @ Reset Press to restart the device
000 J Powerindicator  Theindicator will turn on when the power is
RESET O Q KVM ] (blue) turned on
‘ ‘ | ‘ 1) Light off: The transmitter and the receiver
@ @ @ @ @ have not established a connection
@ @ 2)Slow flash: The transmitter and the receiver
Stzius indicsier are connected but no video data transmission
® (orange) (gigabit Ethernet)

LR 3) Quick flash: The transmitter and the receiver
s 1) = )

o pr— Howt our ey are connected but no video data transmission
= | | (100M Ethernet)

| 4) Steady on: The video data is transmitting
©) @

1) Light flashing: The KVM data is transmitting
@ KVM indicator 2) Steady on: The mouse and the keyboard are

connected
® USB-A port Connect the mouse and the keyboard
RS-232
® (GND/RXD/TXD) Used for RS-232 passthrough
@ Micro USB port Used for firmware upgrading
Connect to the audio device with 3.5mm stereo
LSO audio cable
@© ipcolor Rx (RJ45) Connect with the network cable
HDMI output Connect with HDMI display device
@ DC5V Connect with DC5V/2A power adapter
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