
Hybrid SBC and Media Gateway
The AudioCodes Mediant 500 enterprise session border 

controller (E-SBC) and media gateway is a compact, high 
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Hybrid functionality

Enhanced security

Superior voice quality

High resiliency

Comprehensive interoperability

250 SBC Sessions | 30 TDM Sessions | 1+1 High Availability 
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Capacities

Max. Signaling 250 Max. RTP/SRTP Sessions 200 

Max. Registered Users 1,500

Telephony Interfaces 

Digital Single E1/T1 interface

Clock Source 5 ppm High Precision

Digital PSTN Protocols 
E&M immediate start, E&M delay dial/start and others. 

Network Interfaces 

Ethernet 

Security 

Access Control DoS/DDoS line rate protection, bandwidth throttling, dynamic blacklisting (Intrusion Detection System)

VoIP Firewall

Encryption/Authentication 

Privacy  

VLAN/physical interface separation for multiple media, control and OAMP interfaces

Interoperability 

SIP B2BUA 

SIP Interworking 

Registration and Authentication 

Transport Mediation 

Header Manipulation 

Number Manipulations Ingress and egress digit manipulation 

SIP Interworking 

Signal Conversion 

NAT 

DATASHEETAudioCodes Session Border Controllers

Mediant™ 500

Voice Quality and SLA 

Call Admission Control Limit number and rate of concurrent sessions and registers per peer for inbound and outbound directions 

Packet Marking 

Standalone Survivability 

Voice Monitoring and Enhancement 

Direct Media

High Availability

Test Agent

SIP Call Handling

Criteria 

Querying External Databases

Available Destinations

Advanced Features

SBC Media Types \

SIPREC 

Management  

OAM&P 
 

Physical/Environmental 

Dimensions 

Weight 4.4 lb (2.0kg) 

Mounting

Power

Environmental
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